
600mm

600mm

600mm 
Below ground

Posts are set in 
concrete if the 
fence is 1.8m 
high or over

Steel tube
Top slat 

welded to post

All ends welded to posts 
and welds smoothed

50mm x 3mm 
Flat bar

End Detail

50mm

WOVEN STEEL FENCING  
Typically constructed 

from mild steel.
Corten and stainless 

steel are an option. 

Technical Drawing 
version 2.1



WOVEN STEEL GATE 
Typically constructed 

from mild steel.
Corten and stainless 

steel are an option. 

Technical Drawing 
version 2.1

Fencing with Gate Detail
Mild steel 

latch
50mm x 50mm x 5mm 
Box section gate post

Welded plate 
hinges

Gate hold back 
is via a magnet

Posts concreted 
into position 
up to 900mm



STEELSCAPES EDGING 
Typically constructed 

from mild steel.
Corten and stainless 

steel are an option. 

Technical Drawing 
version 2.1

Metal Edging

6mm thick

Stakes are 
welded to 

the edge to 
prevent vertical 

movement

Sleeves 
welded 

to reverse

Stake length 
typically 

350-400mm

30x30mm mild 
steel angle iron 

stake

1.2m minimum

Joint Detail
Hidden side 

Sleeve and 
stake welded 

to joining plate

Join is barely 
visible on the face

Angle 
Joint Detail

The edge can be bent to form 
curves, cut and joined to form 

angles or straight lines

6mm thick steel 
plate welded 

across join

No � xings seen 
on the face

Angle iron plate welded 
on the unseen side


